Armstrong: SCALA EASY self-laying designer tiles

Easy installation for resilient designer flooring

Today's competitive construction industry demands faster, more efficient, and cost-effective solutions to help reduce building times and lower costs. When it comes to floor coverings, significant savings can be achieved by streamlining the installation process. To meet the needs of this promising market, Armstrong has developed a self-laying designer tile – the first of its kind. Armstrong DLW SCALA EASY is just as quick and easy to install as it is to remove.

SCALA EASY offers a wide range of concrete advantages. Just like carpet tiles, these self-laying vinyl tiles can simply be installed on a tackifier over a smooth substrate. This makes installation easy and reduces the time required to complete projects. In addition, with no adhesives to dry, the floor can be used immediately after installation, and waiting times become a thing of the past.

SCALA EASY can be quickly installed and quickly removed, so floor designs are easily changed without damaging the subfloor, without dirt, dust or noise. Armstrong self-laying designer tiles are ideal for renovations, especially in office buildings with double floor systems, where access to electrical power lines must be ensured at all times. The full range of advantages comes into play in situations where interiors are changed on a regular basis, or required for a limited time only. Ideal applications include shop designs, trade show stands, showrooms and exhibition areas. Since installation can be done in stages, downtimes and costly moves are avoided. This saves time and money, and makes the whole process go smoother. Almost any space can be renovated without causing long interruptions. In short, innovative SCALA EASY self-laying designer tiles make it easy to create short-term floor coverings for aesthetically demanding situations.

This new resilient flooring presents a real alternative to carpet tiles, especially in terms of cost effectiveness. Armstrong DLW SCALA EASY is treated with the PUR ECO System, a heavy-duty coating that guarantees maximum durability and quick and easy cleaning to ensure low-cost maintenance. The factory-applied protective coating makes these tiles highly abrasion resistant and protects against scuffing and scratches. A wide range of patterns can be mixed and matched, for example, SCALA EASY wood and SCALA EASY stone – using the same type of installation and cleaning methods. Another option is to combine these designer tiles with textile tiles from Armstrong. Both floorings feature similar installation systems and come in comparable thicknesses. There are many applications, for example, in office buildings, where a variety of self-laying floor tiles can be used to meet different requirements.

In addition to innovative easy installation and exciting combination possibilities, SCALA EASY offers top designs that reflect the color trends of the coming years. Armstrong self-laying designer tiles come in a wide range of selected patterns and colors from the popular SCALA collection, which was created in cooperation with architects, designers, customers and the Armstrong sales organization. With the eye-catching SCALA EASY selection, floor designs can be created that go beyond conventional colors and effects – and make a perfect impression. All 14 classic and modern wood designs and 3 stone patterns have tapered edges to give the floor a highly realistic appearance. Armstrong also offers 8 colors that can be used to create everything from low-key floor arrangements to powerful, bright accents. Another option is the "Steel Plate Aluminum" pattern, which gives the flooring a brushed aluminum effect. In addition to these standard options, customers can have any pattern from the popular SCALA collection made to order as a SCALA EASY design (minimum order 500 sq. meters).

Armstrong offers the stone and color patterns of the SCALA EASY collection off-the-shelf in a large tile format (60.96 x 60.96 cm), including 3 wood designs ("Oak", "Cherry", and "Rustic Beech"). It is also possible to special order the other wood designs of the self-laying collection as large tiles. All wood designs are also available in a plank format (91.44 x 15.24 cm) to underscore their realistic appearance. The overall thickness of the flooring is 3.2 mm, with a 1.0 mm wear layer. Total weight of the flooring is 5,200 g/m3. To order a brochure with additional information on SCALA EASY, or a book with original samples of all floor coverings, please contact service_germany@armstrong.com or visit www.armstrong.eu.
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DLW SCALA EASY is easy to install, easy to mix and match, easy to clean, and easy to remove. Armstrong self-laying designer tiles combine the advantages of fashion designer floor coverings with quick and easy installation, saving time and money.
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In addition to being just as easy to install as carpet tiles, SCALA EASY can be combined with textile tiles. This gives interior designers virtually limitless creative possibilities.

